
30-42"

4’-0"                                                                           

12-24"

3000 PSI  CONCRETE

54"

48"

8’-0"

6’-0"

TYPICAL MH FOR STORM SEWER

MH DIAMETERPIPE SIZE

RING AND COVER

STANDARD MANHOLE

C 

6" 

GROUT

SECTION A-A SECTION B-B

A

A

TYPE A 

SECTION C-C

A

12" THICK OVER 12’ DEEP

6" THICK UP TO 12’ DEEP

B

6" 

SLOPE 45‘

 1
/4

 D
 M

A
X

. 
T

O
 6

"
 

4’-0" 

OR 5’-0" 

4" 

(T
Y

P
)

15
"

B

5’-0"

4’-0" 

2’-0" 

2
’-

6
"
 M

IN
.

12"

V
A

R
IA

B
L

E

(T
Y

P
) 

1
5

" 

OR 5’-0"

SLOPE 6"/12"

6’-0" 

3000 PSI 

8" 

4"

A

B

- DRAWING NOT TO SCALE - 

1
/2

 D

B

C 

STD. # 30.05

STANDARD

CLASS "A"
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NOTES:

1. DEPTH MEASURED FROM TOP OF

  CASTING TO INVERT OF MANHOLE.

2. PRECAST MANHOLE COMPONENTS SHALL

  MEET ASTM-C-478 REQUIREMENTS.

3. SEE STD. # 30.15 FOR MANHOLE

COVER DETAIL.

4. DOMESTIC CASTINGS REQUIRED

  WITHIN STREET RIGHT-OF-WAY.


